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ATTENTION:
- No. 4 The raw materials used are natural and may have small differences depending on the batches used. It is therefore recommended to 
use the same batch of product for the same work to be carried out. If this is not possible, mix batches together.
- No. 5 APPLICATION FOR EXTERIOR For all lime-based products applied outdoors, the carbonation process must occur, a process that 
typically completes in about 40 days. Therefore, if HYDRO FINISH (MATT or SPECIAL) is applied before the completion of carbonation 
(before 40 days), no guarantee can be given of its result. In fact, if in the meantime the decorative comes into contact with water (from any 
source such as rain, humidity, etc.), the characteristic lime bloom characterized by light and dark halos or streaks resembling snail trails 
may occur. If you still decide to apply HYDRO FINISH (MATT or SPECIAL) before the carbonation process, wait for 4 to 6 days after finishing 
the application of the decorative. During this time, however, the decorative must not come into contact with water from any source such as 
rain, humidity, etc.

Notes
- No. 1 Please note that the Specific Weight indicated may not coincide with the Net Weight of the packaging for technical reasons related 
to coloring. - No. 2 The stability period is purely indicative; it refers to the minimum stability time of the product if stored in good conditions 
according to the provided instructions, in unopened original containers, and under suitable temperature conditions. If stored properly, the 
product may have a longer stability period than the recommended minimum period. - No. 3 Rivedil guarantees that the information in this 
datasheet is provided to the best of its experience and technical and scientific knowledge. However, since elements such as weather 
conditions, labor, tools, quality of third-party products, and others are beyond Rivedil's direct control, this document does not constitute a 
warranty, nor does Rivedil authorize its agents and/or representatives to provide any kind of warranty based on the information contained 
in this document. It is always recommended to verify the actual suitability of the product for the specific case. This document cancels and 
replaces any previous datasheets.

TECHNICAL DATA 
Nature of the binder  Acrylic
Viscosity
Drying 12-24 hours complete.

Ready to use
   

Dilu�on
Yield 0.9-1.1m²/Kg
Specific weight   1.6Kg/Lt
Available colors    White          
Applied Appearance Italian traver�ne marble effect 
Packaging Appearance Paste
Storage          Max Temp. +30°C, Min T. +5°C
Stability 2 (in original unopened packaging)
VOC µGr/m³ 
TVOC 40µGr/m³
PH 11-12°C
Tools cleaning      Water and Soap
Packaging 24KG

Characteristics 
Characteris�cs Ecological
Applicable on:                   Walls, Wood.
For : Interior/Exterior

 Stainless Steel Trowel 200x80cm, Stainless Steel Trowel 240x100cm.

DECOR FONDO (WHITE), SAHARA SILVER, SAHARA GOLD, HYDROFINISH MATT

Cerficate:

Related products and tools     
Tools:
Related products:             

INDOOR AIR DETERMINATION OF VOLATILE ORGANIC COMPOUNDS EMISSION


